TYPE ME2000 4-BOLT PILLOW BLOCK, SINGLE AND DOUBLE COLLAR

Meet the NEW addition to our already well-rounded line of Moline Spherical Bearings,
The 4-Bolt ME2000O Pillow Block. Great where 4-Bolt Strength is needed, Expansion
and Misalignment are present and quality build is paramount.

Available in both Expansion and Non-Expansion as the application specifies. In vary-
ing sizes from 2-1/4" to 5"

SINGLE COLLAR DOUBLE COLLAR
2-7/16" - 4" 2-7/16" -5"
60mm - 100mm 60mm - 125mm

P - -

D MIN -

For personal service 800.242.4633
sales@molinebearing.com
CAD drawings at no additional charge MOLINE BEARING C°



TYPE ME2000 4-BOLT PILLOW BLOCK, SINGLE AND DOUBLE COLLAR

MOLINE PART # DIMENSIONS (INCHES)
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125mm 29141125 29241125
130mm 29141130 29241130

Starting at Sizes 2 716 add Suffix "D" to part number for Double Collar Spherical assembly.
Assembled with Timken™ Spherical Roller Bearings.
*Note: The elongated slots give broader mounting capabilities.
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TYPE ME2000 4-BOLT PILLOW BLOCK, SINGLE AND DOUBLE COLLAR

SHAFT MOLINE PART # DIMENSIONS (INCHES) WEIGHT
SIZE LBS.
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